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§426.73 Effluent limitations guidelines
representing the degree of effluent
reduction attainable by the applica-
tion of the best available tech-
nology economically achievable.

The following limitations establish
the quantity or quality of pollutants or
pollutant properties, controlled by this
section, which may be discharged by a
point source subject to the provisions
of this subpart after application of the
best available technology economically
achievable:

Effluent limitations

Average of daily

Effluent characteristic Maximum values for 30
forany 1  consecutive days
day shall not ex-
ceed—

Metric units (g/sq m of
products)

Phosphorus ... 0.30 .30

English units (Ib/1,000 sq ft of
product)

Phosphorus ... 0.06 .06

[39 FR 5714, Feb. 14, 1974, as amended at 44
FR 50746, Aug. 29, 1979]

§426.74 [Reserved]

§426.75 Standards of performance for
new sources.

The following standards of perform-
ance establish the quantity or quality
of pollutants or pollutant properties,
controlled by this section, which may
be discharged by a new point source
subject to the provisions of this sub-
part:

§426.77

Effluent limitations

Average of daily

Effluent characteristic Maximum values for 30
forany 1  consecutive days
day shall not ex-

ceed—

Metric units (g/sq m of

product)
TSS . 0.88 0.88
Qil .... 1.76 1.76
Phosphorus .. 0.30 .30
pH *) *)

English units (Ib/1,000 Ib of

product)
0.18 0.18
0.36 .36
0.06 .06
() *)
1Within the range 6.0 to 9.0.
§426.76 Pretreatment standards for

new sources.

Any new source subject to this sub-
part that introduces process waste-
water pollutants into a publicly owned
treatment works must comply with 40
CFR part 403.

[60 FR 33959, June 29, 1995]

§426.77 Effluent limitations guidelines
representing the degree of effluent
reduction attainable by the applica-
tion of the best conventional pollut-
ant control technology.

Except as provided in §§125.30
through 125.32, any existing point
source subject to this subpart shall
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best conventional pollut-
ant control technology (BCT): The lim-
itations shall be the same as those
specified for conventional pollutants
(which are defined in §401.16) in §426.72
of this subpart for the best practicable
control technology currently available
(BPT).

[51 FR 25000, July 9, 1986]

Subpart H—Glass Container
Manufacturing Subcategory

SOURCE: 40 FR 2956, Jan. 16, 1975, unless
otherwise noted.



§426.80

§426.80 Applicability; description of
the glass container manufacturing
subcategory.

The provisions of this subpart are ap-
plicable to discharges resulting from
the process by which raw materials are
melted in a furnace and mechanically
processed into glass containers.

§426.81 Specialized definitions.

For the purpose of this subpart:

(a) Except as provided below, the gen-
eral definitions, abbreviations and
methods of analysis set forth in part
401 of this chapter shall apply to this
subpart.

(b) The term ‘‘furnace pull” shall
mean that amount of glass drawn from
the glass furnace or furnaces.

(c) The term ‘“‘oil’’ shall mean those
components of a waste water amenable
to measurement by the technique or
techniques described in the most re-
cent addition of ‘““Standard Methods”
for the analysis of grease in polluted
waters, waste waters, and effluents,
such as ‘‘Standard Methods,”” 13th Edi-
tion, 2nd Printing, page 407.

§426.82 Effluent limitations guidelines
representing the degree of effluent
reduction attainable by the applica-
tion of the best practicable control
technology currently available.

Except as provided in §§125.30
through 125.32, any existing point
source subject to this subpart shall
achieve the following effluent limita-
tions representing the degree of efflu-
ent reduction attainable by the appli-
cation of the best practicable control
technology currently available (BPT):

38

40 CFR Ch. | (7-1-00 Edition)

Effluent limitations

Average of daily

Effluent characteristic Maximum values for 30
forany 1  consecutive days
day shall not ex-

ceed—

Metric units (g/kkg of furnace

pull)
Oil .... 60.0 30.0
TSS . 140.0 70.0
pH ... (O] ™
English units (Ib/1,000 Ib of
furnace pull)
Oil .... 0.06 0.03
TSS . 0.14 0.07
pH ... ) *

1Within the range 6.0 to 9.0.

[40 FR 2956, Jan. 16, 1975, as amended at 60
FR 33959, June 29, 1995]

§§426.83—426.84 [Reserved]

§426.85 Standards of performance for
new sources.

The following standards of perform-
ance establish the quantity or quality
of pollutants or pollutant properties,
controlled by this section, which may
be discharged by a new source subject
to the provisions of this subpart:

Effluent limitations

Average of daily

Effluent characteristic Maximum values for 30
forany 1  consecutive days
day shall not ex-
ceed—

Metric units (g/kkg of furnace

pull)
Qil ... 1.6 0.8
TSS . 1.6 0.8
pH ... *) *)
English units (Ib/1,000 Ib of
furnace pull)

0.0016 0.0008

0.0016 0.0008

- *) *)

1Within the range 6.0 to 9.0.

§426.86 Pretreatment standards for

new sources.

Any new source subject to this sub-
part that introduces process waste-
water pollutants into a publicly owned
treatment works must comply with 40
CFR part 403. In addition, the following
pretreatment standard establishes the
quantity or quality of pollutants or



